
ASSEMBLY INSTRUCTIONS  

FOR LIZTOR HYDRAULIC CLUTCH FULL KIT 

 

Kit composition: 

 

 

 
 

Assembly instruction: 
1. Passage hole for the flexible hose in the handle bar 

a. Remove head cover and head light 

b. Make a passage hole inside the handlebar for the hose, using the provided pattern 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. Flexible hose installation 

a. Remove the handle bar 

b. Using the existing cable as a driver (tape them together), install the flexible hose trough 

the frame 

c. Reassemble the MC+MC adaptor on the handle bar, using first the long screw, and then 

the 2 small set screws. Use medium strength thread locker on the 2 set screws.  

d. Connect the MC to the flexible hose  
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3. Clutch bleeding 

Do all the following instructions with the clutch cover NOT installed on the engine, and handle bar NOT 

installed. 

a. Remove the rear wheel, and original clutch cover 

b. Connect the MC to the flexible hose 

c. Connect the hydraulic clutch cover to the flexible hose 

d. Put some brake fluid (DOT 4 or DOT 5.1) in the master cylinder, with the bleed nipple 

(air screw) on the clutch cover wide open. 

e. Once that you can see some liquid goes through the bleed nipple, tighten it gently 

f. While holding the hydraulic piston with your hand, press several times on the MC lever, 

and see inside the apparition of air bubbles. For a better efficiency, the MC should be on 

the highest, and the piston the lowest point. The idea is to force air bubbles to go from 

the lowest point to the highest point, without the possibility to be stuck in the middle. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Once there is no more air bubble, the piston should move about 3-4mm when you press the master 

cylinder lever, see more details on the video:  https://youtu.be/W0wO7xRuJ5Q 

Always hold the hydraulic piston with your hand when you press on the MC lever, otherwise the 

piston will get out of the clutch cover, and some air will come inside the circuit! 

Please note that the Clutch bleeding is really important, please be sure that it was done properly. 

4. Let the piston out of 2-3 mm, and bolt the clutch cover on the engine. 

5. Check that the hydraulic system is working properly, using the kickstart lever. 

6. Reassemble the rear wheel, handle bar and head cover. The installation is complete! 
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